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DETERMINE CAPABILITIES OF MULTIMODAL Ujqo 
COMMUNICATION DEVICE AND/OR SYSTEM j 



PRESENT USER WITH USER INTERFACE TO CREATE 
MULTIMODAL PROFILE WITH OPTIONS SELECTED 
BASED ON DEVICE OR SYSTEM CAPABILITIES 
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RECEIVE MULTIMODAL PREFERENCE INFORMATION 
SUCH AS INPUT AND OUTPUT MODALITY PREFERENCE 
DATA, MEDIA PREFERENCE INFO., SESSION PREF. 

INFO. AS SELECTED BY USER TO DETERMINE 
DIFFERING MM PREFERENCE INFORMATION FOR ONE 
OR MORE MM COMMUNICATION SCENARIOS 



ASSOCIATE AND STORE RECEIVED MULTIMODAL 1-306 
PREFERENCE INFORMATION WITH AN IDENTIFIER I 



END OF 
"PREFERENCE DATA FOR 
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DETECT AMBIENT CONDITION LEVEL 
(SENSE NOISE LEVEL IN CAR OR ROOM) 
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COMPARE ^<^ 04 
DETECTED LEVEL WITH 
AMBIENT CONDITION THRESHOLD 
ASSOCIATED WITH ID-OUTSIDE 
THRESHOLD? OR FIND 
BEST MATCH ^ 
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NOTIFY USER TO SELECT DIFFERENT 
PROFILE OR GO TO DEFAULT PROFILE 



SELECT MULTIMODAL INPUT AND OUTPUT SETTINGS 
CORRESPONDING TO IDENTIFIER OR SERVICE AND 
CONSISTENT WITH AMBIENT CONDITION LEVEL 



CONFIGURE DEVICE FOR MULTIMODAL 
COMMUNICATION SESSION BASED ON ACCESSED 
MULTIMODAL PREFERENCE INFORMATION 
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